5" GUTTERS W/ 3'X4"
DOWNSPOUTS, TYP

(3) DOWNSPOUTS W/
SPLASH BLOCKS

GALY OR ALUMINUM
DRIP EDEGE ALL SIDES

JOINT FLASHING
PER SIDING MFR

<@

2" AC PLYWOOD MAY
BE USED FOR SOFFIT

PAINTED FIBER CEMENT SIDING,
SOFFIT, FASCIA, ¢ TRIM

ENCLOSE END OF BEAM

GUTTERS, FRONT ¢ REAR

WALL CAP, SEE I1/53

o\

} DOWNSPOUT W/
) / SPLASH BLOCK

|| — SEE ELECTRICAL

/1T ELEVATIONS

TI SCALE: /8" = |'-O"

S

BOLLARDS, SEE
PAINTED CONC /53 & ELECTRICAL
NEW UNDERGROUND SERVICE
NORTH ELEVATION
(50UTH SIMILAR)
2" AC PLYWOOD MAY
BE USED FOR SOFFIT PAINTED FIBER CEMENT PAINTED CONG UNDERLAYMENT 4
FASCIA & SOFFIT PIER, TYP ASPHALT SHINGLES
FRONT, SIDES, ¢ REAR
, PAINTED STRIPE,
Y A A A " oEE DETAILS
N SALT [5TORABGE B SALT [ETORAGE N SALT [TORAGE B SALT [BTORAGE
‘\~ ‘\~ \~ ‘\~
.. \,_ B _ . \'_ B _ .. \,_ B _ B, \'_ B _
/ \_ . / \_ . / \_ . / \_
H < \ . \ N
2x4 RUNNERS A = EXPOSED CONC WALL CAP, \ TURN FRONT
ON BACK WALL B = ASPHALT COATED CONC SEE 1/53 DOWNSPOUTS &
SPLASH BLOCKS
TO SIDE
WEST ELEVATION
(EAST SIMILAR)
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FOUR-BAY SALT STORAGE SHED

HIGHWAY DIVISION 12
GASTON COUNTY, NC
SCO ID# 15-12617-01A

LOWESVILLE
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S§2  WALL SECTIONS / DETAILS

S3 DETAILS & GENERAL NOTES

E1 NOTES, SPECS, DETIALS, SCHEDULES

E2 ELECTRICAL PLANS, RISERS, PANELS

NO WATERCOURSE OR |00 YEAR FLOODPLAIN AS MAPPED
BY FEMA, OR AS DEFINED BY ANY FEDERAL, STATE, OR
LOCAL AUTHORITY IS LOCATED ON THIS PROPERTY.

SITE LAYOUT T

CHARLOTTE

PLAN

ofi !
r 4

agl it
THE
EBl O
c mtg 28

CONSULTANT:

EXIST DROP INLET THERE ARE NO OTHER EXIST DROP INLET —
*
STRUCTURES ON THIS SITE x/*/
—
_/'*/ x
. +. . o o o _/x
X: X: X X: X X: X- X- X X % " " . . . ) ) ) ) ) ) ) ) ) f x/x
x
PROPOSED
SALT SHED
x
§
EXIST DROP INLET TO BE 85
RELOCATED BY ONWNER < x
EXIST DROP INLET ASPHALT (OLD HWY 16) g x
=z
x
x
x
— X X X X X X X X X X X X X X X X X X X X X X X X X X X X X X X X
EXIST CHAIN-LINK FENCE
2012 APPENDIX B ALLOWABLE HEIGHT
BUILDING CODE SUMMARY ALOWABLE | INGREASE FOR SPRINKLERS ConE
Name of Project: __GASTON COUNTY FOUR—BAY SALT SHED Building height in feet Feet 40  |Feet=H+20'=__N/A Feet __20'—1" 503
Address: HWY 16, LOWESVILLE, NC [Building Height in Stories |Stories_1_____[Stories+1=___N/A_ | Stories _1_ 503
Proposed Use: STORAGE
Owner or Authorized Agent: ___ HIGHWAY DIVISION 12 Phone # __704—480-98047
Owned By: STATE OF NORTH CAROLINA _ [TCity/County OPrivate [XIState _FIRE PROTE_CTION REQUIREMENTS
Code Enforcement Jurisdiction: Ocity O County SE’?RRA?HON RATING DETAL & |DESIGN # FOR| DESIGN # FOR DESggg #
BUILDING ELEMENT DISTANCE | req'p | PROVIDED |spger g|  RATED RATED R
LEAD FESS (FEET) W/ REDUCT ASSEMBLY PENETRATION JOINTS
DESIGN PRO IONAL: Structural frame, includin
il
DESIGNER FIRM NAME LCENSE # TELEPHONE # E—MAIL columne, girders, & trusses 10 0 0 - - - -
Architectural _FACILITIES DESIGN, NCDOT Exterior walls - 0 [ — — — —
SITE "Civil” Interior Walls and partitions - 0 0 - - — _
Blectrical BURKE DESIGN GROUP BEN BURKE 22038 (919) 771-1916  ben@bdc—nc.com | Roof construction 10 0 0 = = = =
Plumbing ¥ Indicate section number permitting reduction
Mechanical
Sprinkler—Standpipe LIFE SAFETY SYSTEM REQUIREMENTS
Structural NCDOT MIKE MOUNTCASTLE 17326  (919) 707—4547  mdmountcastle@ncdot.gov Emergency Lighting: ®No  [Yes
Exit Signs: Xl No OYes
. N Fire Alarm: Xl No OYes
2012 EDITION OF NC CODE FOR: [XINew Construction [J Addition O upfit Smoke Detection Systems: X No OlYes
EXISTING: [JReconstruction [ Alteration ORepair Panic Hardware: Xl No OYes
CONSTRUCTED ORIGINAL USE RENOVATED CURRENT USE
BUILDING DATA EXIT REQUIREMENTS N/A
Construction Type: [ I-A O u-A 0 m-A Owv Ov-a
Qs Owrs D8 X v-B STRUCTURAL DESIGN
Mixed construction: X No O Yes Types. DESIGN LOADS:
Sprinklers: XINo [OPartial OvYes CINFPA 13 CINFPA 13R CINFPA 13D | " Fact. Wind (1w 1.0 Live Load Roof 20 o
- mportance Factors: Win —10 e Loads: 00! 20 p
Standpipes: [XINo [JYes Class[JI [OJn OJm Owet Obry show (1) 10 Mezzonine _ N/A  pt
Fire District: XINo [JYes Flood Hazard Area: XINo [JYes N Vs 10 800
Building Height: Feet__ 25'—0" Number of Stories__1 Seiemic (1) —10 Floor —=—psf
Mezzanine: [XINo  [JYes Snow Load: 15 psf
Gross Building Area: Wind Load: Basic Wind Speed ___90  mph (ASCE—7-05)
FLOOR EXISTING (SQ FT) NEW (SQ FT) SUB—TOTAL Exposure Category B
1st Floor 3485 3485 Wind Base Shears (for MWFRS) Vx = Vy =
TOTAL 3485 3485 SEISMIC DESIGN:
Compliance with Section 1616.4 only? OYEs XINO
ALLOWABLE AREA SEISMIC DESIGN CATEGORY OA ®B Oc Ob
Primary Occupancy: [ Assembly OA-1 OA-2 0O A-3 0O A4 OA-5 Provide the following Seismic Design Parameters:
[ Business O Educational Factory [J F=1 Moderate [ F—2 Low Occupancy Category: O Xn Ow  Owv
Hazardous [] H—1 Detonate []H-2 Deflagrate [1H—3 Combust [ H—4 Health []H-5 HPM Spectral Response Acceleration Ss 298  %g S 102 %g
Institutional [ -1 Oi-2 03 m Stte Classification ___D____ []Field Test [ IPresumptive
|-3 Condition 01 02 O3 O+ 0Os Basic structural system (check one)
O] Mercantile  CJResidential 0 R—1 OR-2 [R-3 [JR-4 — X Bearing Wall Dual w/Special Moment Frame
Storage [J S—1 Moderate 0 s-2 Low O High—piled Building Frame Dual w/Intermediate R/C or Special Steel
[X] Utility and Miscellaneous O Parking Garage [ Open O Enclosed [ Repair Garage Moment Frame Inverted Pendulum
Secondary Ocoupancy: N/A Seismic base shear Vx= Vy=
Mixed Occupancy: X No 0 Yes Separation: Hr. Exception: Analysis Procedure X Simplified Equivalent Lateral Force Modal
Architectural, Mechanical, Components anchored? _ N/A
()] (B) C D LATERAL DESIGN CONTROL: Earthquake Wind X Special | ion Required?
stoRry No. | DESCRPTION | BLOG AREA [ TABLE 503 wmeCkor | areckor | audmeie | wasmum a ' pecial Inspection Require
“| AND USE | PER STORY AREA OPEN SPACE| SPRINKLER |  AREA OR BUILDING SOIL BEARING CAPACITIES: O Yes XINo
(ACTUAL) INCREASE | INCREASE | UNLIMITED AREA X Field Test CJPresumptive 2000
1 Utility & Misc,| NOT USED NOT USED
iy & Mioc] 3485 3500 3500 5500 PLUMBING, ENERGY, ELECTRICAL, & MECHANICAL SUMMARIES — NOT APPLICABLE

DISCRIPTION:
BID SET

COVER SHEET
CODE SUMMARY

ELEVATIONS

DRAWING TITLE

EW FOUR-BAY SALT
TORAGE BUILDING
HIGHWAY DIVISION 12, NCDOT

PROJECT TITLE:

N
S

STATE CONSTRUCTION
ID# 00-12617-01A

ASSET NUMBER:

CO.F SIEF BLDCF
00 = 00 = 00

REVISIONS
NO. DATE

DATE ISSUED: 01-08-18

DRAWN BY: MDM

CHECKED BY: MDM

SHEET NO.

11




NOTES:

I.  PROVIDE TRUSS SHOP DRANWINGS SEALED BY A PROFESSIONAL ENGINEER
LICENSED IN THE STATE OF NC, SHOWING TRUSS LAYOUT, TRUSS DESIENS, ¢
REQUIRED BRACING.

2. TRUSS MFR NOTE THERE IS NO CEILING ¢ BOTTOM CHORD BRACING MAY
BE REQUIRED. &C NOTE BOTTOM CHORD BRACING 1S SHOWN ON TRUSS
CALCULATION SHEET & 1S IN ADDITION TO THE TEMPORARY BRACING.

3. ROOF SHEATHING SHALL BE 3" 0SB OR PLYWOOD, ATTACHED W/ 0D
NAILS @ 6" O.C. ON PANEL EDGES, ¢ @ 8" 0.C. AT INTERIOR.

4. SIDING, VENTED SOFFIT, ¢ FASCIA SHALL BE PAINTED FIBER-CEMENT

BOARD, COLOR SELECTION BY OWNER.

5. BM-I = 5-1/2" X |6" GLULAM, 24F-V4, BALANCED, ¢ PRESSURE TREATED.

2X4 @ 16" oc/
OUTLOOKERS

HEEL HEIGHT NOT
CRITICAL, PER TRUSS
MFR STD DETAIL

12

1&'-0"

227"

@

TRUSS BRG = +[T-I 1/2"

CONC PIER ABOVE

o REsERe @ S

| }<~~/:) 246 16" OC
| | I\I | Il O O R I 7 e A E I 8 1 T T I I/I | | ATOORES
S C | mussEse24'oc || . N L L I N S%E‘g

. {SPE R

:___I |_| | _I_ | _I_ _I_ | |_| I__I I__I I__I Il I__ I__I |_| | _I_ I_ | _I_ | _I_ | J@ ggz

| . I Il I |\T\| N T I 8 T A R B BN B |__\=

O o LA L] ] INNIRN NN IR )
RERERENI \J\ HEEEREREREREN IR NN

LAP SPLICES OVER (2) TRUSSES,
MINIMUM BRACING SHOWN, FOLLOW
TRUSS MFR REQUIRED BRACING

72\ FRAMING PLAN

WALL, TYP

PLAN
NORTH

Nl

NORTH

S

e

SCALE: I/&6" = I'-O"

NOTES:

COMPRESSIVE STRENGTH OF CONCRETE FOR FOOTINGS = 4000 PSl.

CONCRETE FOR WALLS & SLABS SHALL HAVE 0.40 MAXIMUM W/C RATIO, &
MINIMUM 5000 PSI COMPRESSIVE STRENGTH.
3. CONCRETE FOR SLABS SHALL INCLUDE 5% ENTRAINED AIR. PREPARE CONCRETE WALL SURFACES AS FOLLOWS:
4. ALL REINF STEEL SHALL BE ASTM A 615, R 60. LAP ALL SPLICES 48 X INTERIOR - PATCH TIE HOLES ¢ DEFECTS, REMOVE
BAR DIAMETER. FINS FLUSH W/ SURFACE.
5. ELEVATIONS SHOWN ARE ABOVE REFERENCE FLOOR ELEVATION = +0'-O".
EXTERIOR - PATCH TIE HOLES, BUG HOLES, ¢ OTHER
6. COORDINATE LOCATION OF CONDUIT ¢ GROUND ROD W/ OWNER PRIOR TO DEFECTS. REMOVE FINS FLUSH WITH SURFACE.
PLACEMENT OF CONCRETE FOR FOOTINGS ¢ SLABS, SEE 6/53. PATCH HOLES THAT CANNOT BE SEALED W/ BLOCK
1. FLOOR SLAB SHALL BE 6" THICK CONC REINF'D W EPOXY COATED #4 @ FILLER & PAINT. NOTE, RUBBING MAY BE REQD
16" OC, EW, ON 6" THICK #57 STONE BASE. DEPENDING ON CONDITION OF CONCRETE SURFACE
AFTER REMOVAL OF FORMS.
8. WOOD STUD WALL SHEATHING SHALL BE 3" APA RATED SHEATHING, 32/16
SPAN RATING, EXPOSURE |, ATTACHED W/ 8D NAILS @ 6" OC ON PANEL
EDGES ¢ 8" OC ALONG INTERMEDIATE SUPPORTS, UON. PROVIDE
BLOCKING AT ALL PANEL EDGES ON EXTERIOR WALLS.
d. PT DENOTES PRESSURE TREATED IN ACCORDANCE W/ AWPA STANDARDS.
WCJ DENOTES WALL
CONTROL JOINT,
SEE 4/53, TYP
&SI_OII
2&I_4II 2&I_4II 2&I_4II
) ) /
g ToF = 0" g
| |
-¢+-0I _OII
Il_O“ II_L)II II_OII II_L)II I_O“
/BI _0II
20I_0II 20I_0II 20I_0II 20I_0II
BI _OII
AT Hed —| Wed — Hed —| _ Wed —| ]
Erl‘ cd cJ cJ O cd Q
i? g =3
: | ;
| SEE ELECTRICAL
1 >
-¢+-OI_OII
T T T T ] -t ———— === — = — ——— ———11 _
[ [
| |
| |
| |
| - - - |
| ) ) ) |
| |
| E |
| ¥ |
| - | .
! cd Cd ¢l o Cd ! Q
| ; |
=
| ® |
| CONCRETE APRON — |
| pa |
I ) ) ) !
[ O O ) [
| |
| |
| |
L % —_— J
-|-o"
SITE NOTES:
I.  CONTRACTOR IS RESPONSIBLE FOR BUILDING LAYOUT. COORDINATE
BUILDING LOCATION W/ NCDOT. AFTER LAYOUT, VERIFY BUILDING
LOCATION W/ NCDOT PRIOR TO CONSTRUCTION.
2. ROUGH GRADING HAS BEEN PROVIDED BY NCDOT. &C IS RESPONSIBLE PLAN
FOR FOOTING EXCAVATION ¢ FINAL GRADING AROUND BUILDING. SLOPE NORTH
SOIL AROUND BUILDING FOR DRAINAGE AWAY FROM WALL. 7
3. FINISH SLAB ELEVATION WILL BE PROVIDED BY OWNER. NORTH
4. SEEDING WILL BE PROVIDED BY THE OWNER.

PROVIDE ¢ COORDINATE EROSION CONTROL MEASURES W/ LOCAL NCDOT

PERSONNEL.

/1 FOUNDATION PLAN

SCALE:

&,

|/&" = |I'-o"
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(2) #4 CONT

SLAB REINF \

|'-O"

75\ APRON SLAB EDGE
@ SCALE: 3/4" = |'-O"

CROWN CONC AT TOP
OF WALL AS SHOMWN

PAINT &" YELLOW STRIPE
ABOVE SALT LINE EA WALL

+|ol_&ll
e IN SALT STORAGE BAYS
+|ol_oll
SALT LINE
II_0II
SEE 1/52 FOR
CONCRETE FINISH
EMULSIFIED ASPHALT
COATING TO SALT LINE, /2" CLR
BOTH SIDES OF WALL
d
#5 @ &" OC, BOTH FACES
NOTE: IF WATERPROOFING IS e
APPLIED BEFORE SLAB, ADD =
SEALANT BOTT OF WALL % INSTALL HORIZ REINF INSIDE
o e VERT REINF AS SHOWN
EXTEND SPRAYED COATING (2) #5 CONT @ 16" OC
TO SLAB TO SEAL JOINT,
BOTH SIDES OF WALL
NC
DOWELS TO MATCH
WALL REINF
SLAB
L] L] L] L] L] L]

SEE 2/52 FOR FT&
SIZE ¢ REINF

/Z\ SECTION AT INTERIOR WALL
\5_2/ SCALE: 3/4" = ['-O"

ROOF DECK,
UNDERLAYMENT,
& SHINGLES

2X4 BRACING

ROOF TRUSS *,'r‘g 'ﬁ "

SIMPSON H3 OR EQ

PT 2X& TOP PLATE

PAINT &" YELLOW STRIPE
ABOVE SALT LINE EA WALL

IN SALT STORAGE BAYS \

+o'-o"
SALT LINE

TREATED 2X4 RUNNERS @ 48"

OC W/ RECESSED 3" GALY
ANCHOR BOLTS @ 24" oC

EMULSIFIED ASPHALT
COATING TO SALT LINE

#5 @ 8" OC, INSIDE FACE

/

EXTEND SPRAYED COATING
TO SLAB TO SEAL JOINT,
SEE NOTE ON DETAIL 4/52

SLAB

/

4" X 12" ANCHOR
BOLTS @ 24" oC

2X4 BLK&

EAVE STRIP

¢ +4'-1 1/2"
TRUSS BRE&

—

II_0II

2X ¢ FIBER
CEMENT FASCIA

FIBER CEMENT SOFFIT

PRIME & PAINT FASCIA,
SOFFIT, § EXPOSED
EXTERIOR FRAMING

=

7. STONEBASE .

PAINT EXTERIOR,
SEE 1/52 FOR
CONCRETE FINISH

L — |-1/2" CLR

#5 @ 16" OC, OUTSIDE FACE

INSTALL HORIZ REINF INSIDE
VERT REINF AS SHOWN

(2) #5 CONT @ l6" OC

DOWELS TO MATCH
WALL REINF

EGRADE, SLOPE
ANWAY FROM WALL

NI

SEE 2/52 FOR FT&
SIZE ¢ REINF

73\ SECTION AT REAR WALL

@ SCALE: 3/4" = |'-O"

(6) #5 CONT W/
#4 TIES @ &' — |

(6) #5 CONT W/
#4 TIES @ &"

ROOF DECK,

UNDERLAYMENT,

¢ SHINGLES

SOLID BLKG
J _\

EAVE STRIP

>.¢

VARIES
Jl 4’ W SLOPE

<

N\

ROOF TRUSS /

BRACING PER TRUSS MFR

BLOCKING AT BRACE LOCATIONS
FULL HEIGHT 2X4 STUDS e 16" OC

4" PLYWOOD COVER

SCRENW @ 16" OC
TOP ¢ BOTTOM

+IOI_&II
TOMN.

2X4 BLOCKING —\

1

~On

FIBER CEMENT
FASCIA & SOFFIT

OUTLOOKER W/ H3 OR
EQ HURRICANE CLIP

PRIME & PAINT FASCIA,
SOFFIT, 8 EXPOSED FRM&

N

@ BEYOND
\WALL SHEATHING, 5% FELT,

¢ FIBER CEMENT SIDING

PRIME & PAINT ALL SIDING &
EXTERIOR EXPOSED FRM&

DRIVE SIDING NAILS FLUSH PER
MFR INSTRUCTIONS, REMOVE ANY
BURRS ¢ LOOSE MATERIAL TO
PROVIDE SMOOTH FINISH, ALL
NAILS TO BE PAINTED

IOD NAILS @ 5" OC INTO
2XI12 BOTT PLATE

1/8/2018 | 1:44 PM PST

DocuSigned by: s

2ADEBE9B635C49A...

e
]
§
Q
B
S

Z
.
7
J
o
%)
=
=
=
Q
m

¢ SHINGLES

2X4 BLKG

-J A\
Iol_oll \
sjbd_'r LINE PT 2XI2 TOP PLATE W 3" X
. . 2" ANCHOR BOLTS @ 24" OC
PAINT &" YELLOW STRIPE
ABOVE SALT LINE EA WALL
IN SALT STORAGE BAYS NOTE: 2X4 END WALL
STUDS SHALL BE FULL
HEIGHT (BALLOON FRAMED)
II_0II
PAINT EXTERIOR,
SEE 1/51 FOR
CONCRETE FINISH
EMULSIFIED ASPHALT
COATING TO SALT LINE _1L/2" clR
]
#5 @ 8" OC, INSIDE FACE \ / #5 @ 16" OC, OUTSIDE FACE
| |-
INSTALL HORIZ REINF INSIDE
o . VERT REINF AS SHOWN
EXTEND SPRAYED COATING (2) #5 CONT @ 16" OC
TO SLAB TO SEAL JOINT,
SEE NOTE ON DETAIL 4/52
e (@
DOWELS TO MATCH
% VERT WALL REINF
SLAB GRADE, SLOPE
/ AWAY FROM WALL
e |
e L = o
o . STONE BASE - N
/} _ "o : . ° ° ° ° \l\
f
m (] L] (] [ ] L] | \I\
L 3" CLR
T-0" TP

72\ SECTION AT SIDE WALL

@ SCALE: 3/4" = |-O"

FACILITIES MANAGEMENT DIVISION, NCDOT

ARCHITECTS & ENGINEERS
PHONE: 819/707-4540 FAX 919/716-0309

1 SOUTH WILMINGTON STREET
RALEIGH, NORTH CAROLINA 27601

<
R EAVE STRIP
TRUSS BRG
ROOF TRUSS
SIMPSON HI OR
EQ EA TRUSS (

BEAM, SEE PLAN (- o
e 5
SIMPSON CBSQ66-SDS2, S
OR EQ, EA END OF BEAM 2X & FIBER 4]
lo 174" L1 3/4" CEMENT FASCIA S
CONC PIER, SEE I
PLAN, PAINT FRONT
' PRIME ¢ PAINT FASCIA,
¢ BOTH SIDES SOFFIT, FRONT FACE OF
BEAM, ¢ BOTTOM OF BEAM
WOOD FRMG AT
SIDE NALLSM
COORD TOP OF PIER 2
W BEAM DEPTH ¢ =
HEIGHT OF BASE = —
Lol
) ) (LH
LS 0
\ +Ho'-o" %' Q
' SALT LINE S 2 a8]
: ny T Z
.| TT—PAINT &" YELLOW STRIPE 5 =
ABOVE SALT LINE EA WALL 2
IN SALT STORAGE BAYS S 0
wn
— EMULSIFIED ASPHALT COATING Y
TO SALT LINE EA WALL IN S
SALT STORAGE BAYS o =
g =
N
g
@ 7))
<L
T T e e WOOD BUMPER, HOLD m : -
e 3
0C = g¢
= <3
L] o=
O Ozs
oz
Q -
L L SE
BUILDING SLAB, 4 m o)
SEE PLAN S ; O > §
<
4" EXP JT MATL S LLI =35
& SEALANT § (15 =
FATY
APRON, SEE PLAN Z CD I
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GENERAL NOTES:

GENERAL

See specifications for further information. In case of conflict between
specifications & drawings, contact architect for resolution.

Contractor is responsible for coordination & distribution of all changes in contract
documents to all subcontractors.

Contractor shall verify dll field conditions, elevations, & dimensions prior to
construction. Do not scale from plans.

Means & methods of construction, including temporary bracing, shoring, & jobsite
safety, are the responsibility of the contractor.

Structural frame shall be braced until erection is complete & permanent
connections & bracing are installed.

Provide silt fence or other erosion & sediment control measures as required.
Coordinate with local NCDOT personnel.

FOUNDATION

Footing excavations shall be reviewed by a geotechnical engineer or construction
testing agency approved by the architect or engineer.

Footing depths shown are based on geotechnical investigation or presumptive soil
properties. Soft or unsuitable soils shall be removed & replaced with suitable fill
as specified.

Under slabs & footings, remove all topsoil, trash, & organic material, & replace
with select fill compacted to 95% maximum density as measured by the Standard

Proctor Method (ASTM 698) in 12 inch maximum lifts. The top 12" shall be
compacted to 98% maximum density.

CONCRETE
See plans for required compressive strength of concrete.

If not specified on plans, provide sawed slab control joints in slabs on grade
spaced at not more than 48 times the slab thickness.

Reinforcing steel shall meet ASTM A 615, Grade 60.

Clear distance from face of concrete to main reinforcing:

Suspended slabs and joists: 1"
Grade beams, pedestals, columns, walls: 2"
Footings & walls cast against earth: 3°

Lap dall reinforcement splices 48 bar diameters, UON.

Detailing, fabrication, & installation of reinforcing steel shall conform to ACI
"Manual of Standard Practice for Detailing Reinforced Concrete Structures” (ACI
315).

Workmanship, tolerances, & concrete placement shall conform to "Standard
Specifications for Structural Concrete” (ACl 301).

Chamfer exposed edges of concrete 3/4", UON.

Anchor bolts shall conform to ASTM F 1554, Grade 36. Anchor bolts, nuts, &
washers shdll be galvanized.

WOOoD

Structural lumber shall be SPF #2 or better, UON. Wood for fabricated trusses
shall be SYP #2 or better, except that webs may be SYP #3.

Wood in contact with concrete or masonry shall be treated.
Straps, ties, hangers, & other connection hardware shall be galvanized.

Connections not otherwise detailed shall be in accordance with Tables 2304.9.1.1
thru 2304.9.1.6 of the NC State Building Code.

Trusses shall be designed for the full dead & live loads specified in the contract.
Submit truss shop drawings bearing the seal of a registered professional engineer
licensed in the state of NC. Show truss layout & truss designs including required

bracing. Bracing design is the truss designer’s responsibility.

Contractor shall install both temporary and permanent bracing. Note that
permanent bracing is often shown on individual truss calculation pages instead of
the truss layout sheet, especially where there is no hard ceiling applied to truss.

Additional bracing may be required by engineer of record as indicated on plans
for support of gable walls or other items.

6" SCH 40 PIFE, FILL W
CONC, SLIGHTYLY ROUND
TOP, ¢ PAINT YELLOW

Bl_bll

24" CONC COLLAR \

2lp!

7T\ PIPE BOLLARD

\S3/ scALE: 34" = 10"

CALL ELECTRICAL
INSPECTOR PRIOR TO
CONCRETE PLACEMENT

OF THE FOLLOWING:

4 ANG BARE COPPER WIRE
YA CLAMPED TO FTG REINF ¢

EXTENDED 712" BEYOND FTG
COORD LOCATION OF
GROUND ROD OR WIRE #4 X |0' BAR TIED TO FT& REINF £
W ELECTRICAL WORK TURNED UP 12" ABOVE TOP OF FTG
GROUND CONNECTED TO
SLAB FT& REINF, SEE ABOVE
I /4
WALL FTG
| /
(] [ ] [ ] [ ] [ ] (]

/é\ El ECTRICAL &GROUNDING ROD
@ SCALE: 3/4" = -O"

CONC REAR WALL
OR FRONT COLUMN

CAULK

GROUND CONNECTOR MAY BE ONE

% FIBER-CEMENT TRIM
ATTACHED TO CONC W/
TAPCON OR EQ SCREWS

| ><]
(]
THIS DETAIL APPLIES AT
EA END OF GABLE WALLS, GABLE END
AT FRONT COLUMN, EXTEND WALL FRAMING
WALL FRAMING TO =

ENCLOSE END OF BEAM

ROOF FRM& NOT SHOWN WALL SHEATHING,

/)EI SEE FRM& PLAN

CONC SIDE WALL \ 5% FELT ¢ FIBER
CEMENT SIDING

2X2 WASHER 4 A

ANCHOR BOLT

/5 GABLE WALL TRIM DETAIL
\5_5/ SCALE: 3/4" = |-O"

NOTES:

2.

CONCRETE MAY BE PLACED CONTINUOUSLY OR STOPPED TO
PROVIDE COLD JOINT.

SANW CUT JOINTS INSTEAD OF CHAMFERS ARE AN
ACCEPTABLE OPTION.

IF PARGING 1S APPLIED TO EXTERIOR WALL, DO NOT APPLY
CONTINUOUSLY ACROSS WALL CONTROL JOINTS. STOP
PARGE COAT EA SIDE OF JOINT & APPLY SEALANT.

' CHAMFER § CAULK

EACH SIDE OF JOINT (2) " X 24 SMOOTH DOWELS

@ EVERY OTHER HORIZ BAR,
APPLY GREASE ONE SIDE

< <

\ WALL REINF, SEE DETAILS SHEET

52, STOP HORIZ REINF AT JOINT

7T\ WALL CONTROL JOINT
@ SCALE: 3/4" = |'-O"

CONCRETE WALL /

TREATED WOOD / )
BUMPER, SEE 1/53

WALL ¢ PIER /
REINF BEYOND

\

1/8/2018 | 1:44 PM PST

DocuSigned by:

EM Mown]

2ADEBE9B635C49A...

2" DIA ANCHORS RECESSED
BELOW SURFACE OF WOOD

(2) WoOD MEMBERS ARE SHOWN W/
(2) ANCHORS @ 24" OC, IF SINGLE
WOOD MEMBER USED, INSTALL (1)
ANCHOR @ 24" OC STAGGERED

ANCHORS SHALL BE STAINLESS
STEEL ¢ MAY BE CAST IN
PLACE OR DRILLED ADHESIVE
TYPE (NOT EXPANSION BOLTS),
COORD W WALL REINF

/3 WOOD BUMPER ATTACHMENT

@ SCALE: 3/4" = |'-O"

CONC WALL BELOW

CONC PIER \
N

/]

|'-p"

?

—

WOOD BUMPER BELOW </

N N— 7

/2 CONCRETE PIER

WOOD FRAMING
AT SIDE WALLS

PIER REINF, SEE 1/53

BEAM BASES AT TOP
OF PIER, SEE 1/52

\5_3J SCALE: 3/4" = |'-O"

SEE PLAN

CONC WALL \

N\

?

#3 CLOSED TIES @ 12" OC

(&) #5 VERT CONT FROM
FT6 TO TOP OF PIER

T (2) PT 46 OR (1) PT 4X12,

&

SEE 3/53 FOR ANCHORS

/T FRONT EDGE OF WALL

@ SCALE: 3/4" = |'-O"
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DIVISION 16 — ELECTRICAL
PART 1 — GENERAL
1.1 DESCRIPTION OF THE WORK 3.2 GROUNDING TYPE CONVENIENCE OUTLETS AND SWITCHES
> s GENERAL LEGEND
A. Work under this section includes, but is not necessarily A. Conductors shall b ! ded, si 4 and | b I o ®
limited to. furnishing and installing the following: - Lon s shall be color coded, sizes #4 and larger may be color A. Outlets and switches shall be solidly grounded to equipment grounding ’oo'% 0000 @“
m » 9 9 g taped on the job. Color coding shall comply with 2011 NEC 200.6. - M N
1. Lighting and power distribution system : . system with a green colored insulated conductor. Electrical connections : ﬁ 0y, n““gt
: : 208/120V, 3 phase : nen -
2. Provide lighting fixtures per light fixture schedule Phas/e i Blal:k shall be continuous from equipment ground bus in panelboard to the hex o FléliJSEgSggNT ?.IR;APOU 1S_éJDSPENDED, n l Zf?‘ { ‘1
with lamps to match Phase B— Red nut on the convenience outlet or switch. c WA UNTED. - - 7
. : . D
' Chase C— Blue 33 MOTORS ]
_ 3. Wiring devices, boxes, cover plates, etc. Neutral— White ‘ @___ DUPLEX RECEPTACLE — 120V; MOUNT 18" TO CENTER AFF Z wn 5 8
4. Source of power for all items of equipment. Ground— Green A. All motors shall be connected to conduit system with short length UNLESS NOTED OTHERWISE: 'WP’' INDICATES WEATHER PROOF @ o) “I)
5. Grounding. (minimum length 24" and maximum length 36") of flexible liquidtight :G!-’I’ INDICATES GROUND FAULT CURRENT INTERRUPT PROTECTED. O H b4 I~
6. Other requirements and/or systems where shown. ;ﬁg{ 32713_\_/' Bsr o%r‘l‘ase conduit. S" INDICATES SHUNT TRIP PROTECTED. NZz 34
B. All work shall be complete and items, equipment, etc., Phase B— Orange 3.4 EQUIPMENT LABELING SINGLE-POLE HOMERUN TO PANELBOARD L ('3 % - R >
shall be electrically connected for proper and correct ﬁggf:olg— J:ltlgle Gray A. Provide permanent penolic plastic name plates for all panelboards, safety BRANCH CIRCUIT WIRING O Lzl.l g & < B
operation. ’ Ground— Green switches, wiring troughs, etc., for identification of equipment controlied, ‘ ‘ - g § L
C.. All work under this contract shall be installed in accordance , services, etc. Nameplates shall be securely and permanently =————=—-  SWTCH LEG 3 & So
B.  Conductors shall be manufactured by Dodge, Southwire or approved attached to equipment with stainless steel screws. Nameplates shall . v & 53D
uith the latest edition of the following codes and equal. Conductors shall mest the latest requirements of NEMA and include the name of the equipment and where it Is fed from ———l I GROUND CONNECTION . ol 595
standards insofar as they apply: IPCEA and shall be third party acceptable to NCDOI approved. Color Codind— ‘ E — 5 2 ZES
1. The 2014 National Electrical Code. ‘ ~ 9 . : T Og S
2. The National Electrical Safety Cod Blue surface with white core— 120/208v equipment DISTRIBUTION PANELBOARD o jW= 36
- e Naviond Liectnioql Sqiety Leds. C. Conductors shall be spliced and taped as follows: Black surface with white core~ 277/480v equipment PANEL A . b —FE =zo
3. Underwriter's Laboratories, Inc., Standards and 1. Size #10 and #12, use Ideal "Wing Nuts” or T&B Bright red surface with white core— fire alarm systems , _ g O T g = e
approved listings or other approved 3rd party listing agency. "Piggy” connector; Connectors shall be rated for Dark red surface with white core— security ”systems " DISTRIBUTION PANELBOARD e O35 50
" 4. Electrical Testing Labatories standards. ' 150 g: ) Green surface with white core— “emergency” systems b <<xs 346
' egrees C for use in recessed lighting fixtures. Orange surface with white core— telephone systems ° 0 |4 <& < <
5. 2012 North Carolina State Building Code. X ! L - o
6. 2012 North Carofina State E Cod 2. Size #8 and larger shall be solderless screw and Brown surface with white core— data systems :
- orth Larolina State Lhergy Lode.. , ~ screw—clamping type, smoothly covered and shaped :’h'tT surfr:ce w'ttrt'hblah?’: core— Pgsiﬂg :)st'ems
D. The Electrical Contractor shall be licensed in the State of with rubber gum type with final cover vinyl plastic urple surface with white core systems
North Carolina and have all local licenses required for the work. electrical type. In lieu of rubber gum and vinyl B. All switch plates, receptacle plates and outlet covers shall be labeled
' , plastic type, factory fabricated approved preformed with machine printed vinyl labels identifying the circuit(s) within.
E. Local permits are not required. All work must be inspected by the insulating covers may be used. All connectors shall C. All empty conduit runs shall be identified and indicated
 Office of State Construction state electrical inspector and the be UL approved. ‘ where they terminate. )
Engineer of Record. Provide certificate of inspection and approval 3. No split-bolt type connectors may be used. D. Provide typewritten directory In each panelboard to .
from the state electrical inspector prior to the final inspection. . learly identify each circuit. service, etc
The electrical contractor is responsible for contacting the state D. Al branch wire and connections shall be copper and sized per clearty ldentity ult, service, eic. _ D>
electrical inspector for all required inspections.. - National Electric Code. v 3.5 JUNCTION AND/OR PULL BOXES \v STRUCTURAL CEILING »‘;.: g,:i::\&'
v E. All conductors shall be continuous without splice between junction, . g’.’ ;’;’0’0’:
F. All work shall be done by skilled mechanics and shall outlet, device boxes, etc. No splicing will be permitted in A. Boxes shall be Installed where necessary to avoid excessive runs RPRREK NO PIPING, DUCTS, OR EQUIPMENT
present a neat, trim, workmanlike condition when complete. and/or too many bends between outlets. 30" MINIMUM OR 2% 263 2o FOREIGN TO THE ELECTRICAL INSTALLATION ,
panelboard cabinets, safety switches, etc. WIDTH OF EQUIP ":‘ ;’:’30’3 SHALL PENETRATE THIS ZONE E 3
3 . 2058 #3503 X9 v . . [s2}
1.2 INTENT F. All wiring in mechanical spaces shall be plenum rated. 3.6 PULL WIRE :::': ;‘:ig E::: n 8 8 £
. K <4 »
A. The intent of these specifications and the accompanying drawings G. Provide GFI protection within 6'~0" of any sink. A Leave pull wire in each empty conduit run. ?g §§; ?; 8% o § K 8_
is to convey as reasonably as possible the requirements for a ® ) %% 6% %% = y £
Y yos p d H Al multi-wire branch circults shall comply with 2014 NEC, 210.4(B). 3.7 GROUNDING ~—1— SUSPENDED CEILING il ~——1— SPACE CONTINUES THRU Eg ££2 5
complete ob ready for the building to operate. The Electrical A. Al grounding shall be in accordance with Article 250 of the NEC o\ ‘%":’;"’“ SUSPENDED CEILING. 0002 e o
Contractor shall take this into consideration and include in his base 2.3 PANELBOARDS, SAFETY SWITCHES ) 9 9 ~ ) N '?_: TR j ' %g £ S % Qi
bid dllowance for contingencies as will allow him to provide In oddition, the following requirements shall be met: = WAL LAY—IN CEILING 0 f £ £ < £ S
" : ¢ equi t and lab ; fically indicoted bit A. Panelboards shall comply with NEMA Standard PB 1 — Latest 1. Grounding. conductors shall be installed as to permit the — e = WALL mg 2% 2 g *
minor pleces of equipment and labor not specifically indicated bu Edition and as manufactured by Square D or ITE-Siemens. ' nEol2od
required for the job to operate properly, at no additional cost . ) shortest and most direct path from equipment to ground. = ELECTRICAL EQUIPMENT x e wl_', e 0 8
' All panel boards must have copper buses and bolt—in breakers. All connections to grounding conductors shall be accessible. 2 ' ° ELECTRICAL EQUIPMENT SPACE SHALL = v3legro8
to the Owner. . 2 = BE NOT LESS THAN THE WIDTH AND Z £l b oN= -
: B. Safety switches shall be heavy duty type, size and rating 2. Equipment ground continuity shall be maintained through Z S EVEN WITH FRONT EDGE 2 DEPTH OF THE EQUIPMENT. < x E28055 %
1.3 COORDINATION : " as required for lead service. Safety switches shall be flexible metal conduit . OF EQUIPMENT 5 :.‘ : '__l HJJ mg Q g p % 3
. : * g = ¥ N X .
A. Coordinate work with other contractors. Notify Architect fused or unfused as shown and/or as required. Safety 3. All wiring devices equipped with grounding connection shall be _Z ; :? :tizz ;::§ a % |
of apparent confiicts early to expedite construction. switches serving motor loads shall be horsepower rated solidly grounded to ground system with grounding conductors. DEDICATED ELECTRICAL o XARKERS ' o CZJ & m n u
If structural damage appears imminent, stop work and ‘for load served. 4. The frame of all lighting fixtures shall be securely grounded EQUIP. WORKING CLEARANCE ::: :::::j::: g§2€€T§g0§/LEEiT$$CQELOW & o
notify Architect for a decision before resuming 2.4 WRING DEVICES . to the equipment ground system with grounding conductors. - Y ::: ::::::::: - =ow
operations. Wiring devices shall be commercial grade by Bryant, Leviton, Cooper 5. All equipment enclosures, and non—current—carrying metallic : ’;’i:::ggo b
B. Locations shown are approximate. The drawings do not or approved equal. With matching cover. Color by Architect. parts of electrical equipment, raceway systems, etc., shall be )
give exact detalls as to elevations and locations of B. Wiring devices installed under a Kitchen Hood shall have - effectively and adequately bonded to ground. /
various pipes, fittings, ducts, conduit, etc., and do not stainless steel covers. 6. All equipment enclosures, and "°“‘°9"°“t‘°°” ¥ing metallic h WALL ; _
show all offsets and other Installation details which may C. Wiring devices installed over counters shall comply with ANSI A117.1. parts of electrical equipment, raceway systems, etc., shall be FLOOR s 0
be required. Coordinate all locations with architect before any effectively and adequately bonded to ground. - o
rough—in. 2.7 CONDUIT ‘ 7. :he reaceway :iystem s;jhcnllt not be r:liecli o: for ﬁ;:n: ;onggglt);zz Q;KSCE'(I;RRIER&L#?SJFBATLEES E.I;'..*EE(:TVI%?LB:IENG , E &
. , : reen grounding conductor, properly sized per | able -122, : =
1.4 SHOP DRAWINGS A PVC conduit will be allowed under slab. Provide rigid tumn-ups. chall be run In il poner raceways . EQUIPMENT REQURED BY SECTION 110.26 ELECTRICAL EQUIPMENT DEDICATED SPACE E W
c . s N e e . m . .
A. Shop drawings shall be submitted for panels and service equipment, B. Al exposed.gogdult shall be rigid steel where exposed to the elements, located " PER ART'CLE 110.26?F'1 OF N.E.C. 2 o
lighting, wiring devices, and cover plates. These may consist of the . less than 8'-0" above grade or where exposed to hazardous conditions. ’ ’ - 8
) . EMT conduit, above slab, concealed or exposed above 8—0" shall be used 3.8 ELECTRICAL WORK IN CONNECTION WITH OTHER WORK
e s s ot ey e T e | A e st umiing epment i rovi 2 }ELECTRICAL CLEARANCES . 1 }DEDICATED SPACE y & o
. ‘ . e s u , . : : .
: ' D. Metallic sheathed "MC"cable should not be used for this project, without di:connect switches, %:?orpstarters,'a‘:id make o NOT TO SCALE : : NOT TO SCALE ' g () 5
PART 2 — PRODUCTS AND MATERIALS designer authorization. MC cable is allowed for light whips 6'—0" or less final equipment connections. ELECTRICAL CONTRACTOR ‘ o : ' - =2
21 GENERAL and where concealed with—in existing construction to minimize demolition :::&:?erfn::g: :&"r';::sﬂms to disconnect g (2] a
A. Al material shall be new and shall bear the manufacturer's name, work. If used, MC cable shall be 1/2" with minimum #12 AWG copper wire ' . = E = =
trade name, and be third party acceptable to NCDOI listed and and green insulated copper ground. S 3.9 CLEAN UP &( % 8
labeled where such standard has been established " PART 3 — EXECUTION A. During construction, keep the site clean of debris. Upon a v :
for the particular moteria.l. Materials shdll be the standard 31 CIRCUIT GROUNDING : completion, and before final inspection, clean up
products of manufacturer's regularly engaged in the manufacturer the premises to remove all evidence of work. In addition
of the required type of equipment and the manufacturer’s latest ~ A, All circuits shall contain an insulated, green, copper grounding upon completion of construction leave equipment clean.
approved design. : conductor, sized In accordance with Table 250-122 of the NEC.
1. Boxes installed in concealed locations shall be set flush with Grounding conductors shall be connected to equipment grounding 3.10 GUARANTEE _
R the finished surfaces. w . bus in panelboard and securely attached and grounded to the A. Guarantee all materials and labor included in the electrical work
2. Provide rated boxes in all fire barriers & walls installed per code. devlcq or enclosure at the other end. for a period of one year from date of final acceptance by the
‘ Owner. Any part or parts of the work or equipment which prove to
be defective during the guarantee period shall be replaced at no I . ;
additional cost to the Owner. . _'
mS
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2012 NC ENERGY CODE ELECTRICAL SUMMARY O =
= ~ QL sV
ELECTRICAL SYSTEM AND EQUIPMENT g Z (j) -5 (<.9
) - a -
Method of Compliance: : — : Ea
Energy Code: [ Prescriptive [] Performance STATE CONSTRUCTION
ASHRAE 90.1: [} Prescriptive [] Performance D # 15-12617=01A
Lighting schedule (each fixture type) ' : —
ehtlog schedule (sach s yp) ASSET NUMBER: _
amp type required in fixture :
) O.# Sl LDG. #
number of lamps in fixture See Light i i
ballast type used in the ﬁxturev Fixture Schedule |8 == —
number of ballasts in fixture : _ ,
total wattage per fixture ' , Ga REVISIONS
total interior wattage specified vs allowed 2116 va /384 va - | NO.  DATE
(whole building or space by space) ‘ ' , —
total exterior wattage specified vs allowed
Additional Prescriptive Compliance (Existing Building)
[] 506.2.1 More Efficient Mechanical Equipment
[[1 506.2.2 Reduced Lighting Power Density
[] 506.2.3 Energy Recovery Ventilation Systems DATE ISSUED:
[ 506.2.4 Higher Efficiency Service Water Heating DRAWN BY: .BE;g/ 16 /1 /4
[1506.2.5 On-Site Supply of Renewable Energy s :
[0 506.2.6 Automatic Daylighting Control Systems CHECKED BY: BB
SHEET NO.




SALT STORAGE— GASTON CTY E2 - MAKE: _CUTLER HAMMER E _| RATING: 120/240 _ 1 PHASE 3WRE | 100AMAIN CIRCUIT BREAKER
NEW PANEL- A TYPE: _ERL1a MOUNTING: SURFACE EQUIPMENT GROUND BUS ______JX(YES [INO
NEMA 4X OR APPROVED EQUAL *| MINIMUM AIC: 22,000 SERVICE ENTRY RATED ____;_IZ[YES N0
LOAD CKT | WATTS PER PHASE | CKT | NEUTRAL |CKT | _WATTS PER PHASE | CKT | LOAD
SERVICE . BRKR A B NO A B |NO A B BRKR SERVICE
(S) JuGHTS 20A | 152 1 |7 2 — ‘ 20A
RECEPTACLES - 20A 180 |3 [D | 4 — SPARE
SPARE ' 20A | —— 5 | AN — 20A |sPARE
SPARE , 20A | o 7 | ) 8 —— 20A |SPARE
SPARE 20A | -—— 9 ™ A0} - 20A |sPARE
SPACE - -— 1N 12 -_— SPACE
NOTES ISuB-TOTALS "B 1152 | 180 [SXXI jo0a BUS | ——— | ——_ |SUB-TOTALS 'A'
o ' LUGS | 1152 180 | SUB-TOTALS B’
(S) | SWITCH RATED BREAKER 1004
100a  FEED 1152 180 | GRAND TOTAL TOTAL COMNECTED LOAD
. . VERIFY  SIZE 10a 2A AMPS /PHASE
NEC ALLOWABLE DEMAND FACTORS DIVERSIFIED LOAD SUMMARY ‘
DEMAND FACTORS PER NEC 220 ' LOAD TYPE g%fr‘gg@ A B TOTAL DIVERSIFIED LOAD
LARGEST OF: NEC TABLE 220.12 OR ~CENERAL LIGHTING————®|125% 530 — 1790
CONNECTED LOAD , TRACK LIGRTING | 725% o — —
(@ NEC TABLE 220.56 "GENERAL USE STORVAGIOOR | ——— 180 180
@ NEC 220.51 k RECEPTACLES >10KVAOSOX | ——— — -
g MOTORS AND | uarcest 125% ——= === ===
(®) NEC 220.43A, 200 VA/LINEAR FT EQUIPMENT  [au omems 100% —— p— —
(6) NON-COINCIDENT LOADS, LARGEST WATER HEATERS 125% —== - -
OF THE TWO LOADS IS COUNTED KITCHEN EQUIPMENT ®)| 100% ——— ——— ———
"FIX. ELEC. SPACE HEAT, (©] 100% ——= p— p—
[ SHOW WINDOW LIGHTS __ ®)| 125% ——= pem— p—
[ SIGN 125% p— == —=
MISC ~ 100% === —— p—
PHASE (TOTAL VA)| 1440 180 1620
| | TA?‘LASL 12A 2A b AUES = 74 A?‘LASL
% OR APPROVED EQUAL BY SQUARE D OR GE. ’
/-UGHT FIXTURE A’
| -fm-l e ] '
- 10-0° ! BE e 1 [-wALL

BAY

NOTES:

1. SURFACE MOUNT LIGHT FIXTURE TO
BEAM WITH LENS FACING INTO BAY.

2. CENTER LIGHT FIXTURE ON BEAM.
3. TYPICAL OF FOUR (4) FIXTURES.

FIXTURE MOUNTING DETAIL

3 NOT TO SCALE

SALT STORAGE— GASTON CTY E2

LIGHTING SCHEDULE *

IMARKI MANUFACTURER
A JUTHONIA

" CATALOG NO.

DMV-332-AR-1120-EB

VOLT. Ko TTYPE | W
LRI

C |JCOOPER

VT2-332-LEX-120V—-EB8-WL

120 |3 | T8 |32

D |oAY BRIGHT

- |DWE-332-120-1/2-EB-LT

LAMPS  [BALLAST] w/

WALL MOUNT STRIP, WEATHER TIGHT, SINGLE BALLAST, FIBERGLASS HOUSING, GASKETED COVER - kK

E OR APPROVED EQUAL. PROVIDE CUT SHEETS FOR OWNER APPROVAL PRIOR TO ORDERING FIXTURES. FOR FLUORESCENT FIXTURES CONTROLLED BY MOTION SENSOR,
PROVIDE "PROGRAMMED RAPID START" BALLASTS. CATALOG NUMBERS ARE FOR REFERENCE ONLY, ACTUAL NUMBERS MAY VARY. °‘EB' DENOTES ELECTRONIC BALLAST.

%%k VERIFY FIXTURE HAS INTEGRAL LOCAL DISCONNECTING MEANS PER NEC 410.130 (G) (2011).

RISER WIRING SCHEDULE

@ 100A: 3—#3 IN 1" CONDUIT

@ 20A: 2-#12, 1-#12 CU GND, IN 1/2" CONDUIT
(2) CIRCUITS. LIGHT CIRCUIT, RECEPTACLE CIRCUIT

(3) #65 CU GND TO BUILDING STEEL, FOUNDATION STEEL
AND # CU GND TO 10' X 5/8* DRIVEN GROUND ROD

'NOTE: ’ o ’
UNLESS OTHERWISE NOTED ALL OTHER CIRCUITS ARE 20A, 120VOLT.
PROVIDE 2-#12, 1-#12 CU GND IN 1/2" CONDUIT. = ' :

METER ® PANEL
Bast | O A
2072400
1 4
IP{'IASE AN
\— NEMA 4X
SERVICE ENTRY
RATED
VERIFY AVAILABLE FAULT CURRENT AT SERVICE LOCATION WITH LOCAL POWER
- ~ COMPANY. PROVIDE INFORMATION TO ENGINEER TO CALCULATE MINIMUM PANEL
. = SERVICE AIC RATING. ' - ~
NEW UNDERGROUND > GROUND EC SHALL PROVIDE LABELING INDICATING FAULT CURRENT
SERVICE CONDUCTORS BY AT SERVICE ENTRY AND ON ALL PANELS PRIOR TO ENERGIZING.
LOCAL POWER COMPANY. ‘
COORDINATE ALL NEW LOADS
PRIOR TO START OF WORK
2 NOT TO SCALE
A-7
O
SERVICE CONDUCTORS BY
LOCAL POWER COMPANY.
NEMA 3R
A
______ | |
PROVIDE 8" DIAM. STEEL / - BASE e
BOLLARD FILLED W/ - W/ WEATHER
CONCRETE (TYP) HEAD

' / WALL MOUNT—LIGHT FIXTURE,
OVERHEAD BEAM CENTER IN BAY AS SHOWN, v

SEE LIGHTING SCHEDULE

ELECTRICAL POWER & LIGHTING PLAN

SCALE: 1/8" = 10"

WP /GFI

@

. % W
W) oV
3 J2)iel7
nkE 2]
zeg %
O 2 S
nzg g2
LIJCZ')g m-“‘c’
Ofis  Ess

5 63
NRBE z2Q
= o<W
Ll n B = O
¥ —2 21
A TjwsE 28T
[T} —Il-— Tzo
Z <=8 .5
c OLE E3.
" <93 3
a8 %2 928
Sl << £ -ea

m ©
L of -
L 8%¢
o £
af SR 8
BEosl:
=v g
2§ 22250
EU e
95505@&
fNn ES0=0
usges
W Ao ®
DFDZQE%
X wi 8 -85
= v3 - S~ 8
pa £l b~ E -
S 0 J8gsoEe
5 % Mo ©wEs o3
z 2 mnu
Z s
& &
O

DRAWING TITLE / DISCRIPTION:
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